
BITUMEN-POLYMER MATERIALS 

ROAD BULIDING MATERIALS

ESHABITUPOX 3K is of high standards special 3-component 
mortar. Consists of modified asphalt, epoxy and polyamine resins 
mixed with special granulometry fine aggregate.
After mixing the 3 components together, a black mortar is created, 
after hardening of which, high mechanical and compressive 
strength is achieved.
ESHABITUPOX 3K presents:
• Excellent weather resistance with good waterproofing 		
   properties.
• Strong adhesion to asphalt, concrete & metal (Priming with 		
   ESHAPRIMER-21 where required).
• Excellent workability & fast application.
• Used within a temperature range of +5°C -+30°C.

GENERAL DESCRIPTION
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APPLICATION

ESHABITUPOX 3K  is used for:
• Filling transitional zone and gaps of road construction joints 
(application especially in cases of use elasto-metallic joints).
• Filling asphalt cracks or pot holes.
• Restoration of surfaces around the metal road drainage wells.
• Restoration of small area pavement or floor damages.
• Construction of parking ramps and floors.

    BITUPOX 3K
3 COMPONENT SPECIAL EPOXY-BITUMEN MORTAR 
FOR PAVEMENT JOINT SEALING & PAVEMENT/
CONCRETE REPAIRS

APPLICATION INSTRUCTIONS

1) Surface Preparation
The surfaces to be treated must be completely dry and clean.
A. CONCRETE/ASPHALT PAVEMENT:
• 	 Light sandblasting or other hard metal brush cleaning is 	

	 recommended on concrete surfaces as well as removal 
of dust and loose parts. The compressed air to be for dust 
cleaning, must be dry and oil free. Then the thoroughly dry 
surface is primed with ESHAPRIMER-21. ESHABITUPOX 3K is 
applied when ESHAPRIMER 21 is dry, and not more than 10 
hours after its application.

B. METAL SURFACES:
• Rusted metal surfaces must be sandblasted and primed with 

ESHAPRIMER 21 immediately after sandblasting. If not primed 
immediately and left exposed for some time they may show 
rust again and need re-sandblasting.

ESHABITUPOX 3K is then applied within maximum 10 hours after 
priming with ESHAPRIMER 21. 

2) Mixing
All 3 components are pre-weighted according to the 
recommended ratio.
First mix all the amount of component A all the amount 
of component B for 1-2 minutes at low r.p.m. speed. 
The 2 mixed components A+B are then poured into the 
container with the component C under continuous stirring 
until a homogeneous mortar is formed.
ESHABITUPOX 3K is applied with a trowel or spatula.
3) Cleaning of tools
• With organic solvents or benzine when the material is 

still fresh. Caution is needed when use of solvents: 
Avoid breathing, sparkles and eye and/or skin contact.

• By mechanical scraping in case the material has cured.
4) Open & Curing Time
The reaction between the 3 components begins during 
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TECHNICAL CHARACTERISTICS

PROPERTY UNITS DECLARED VALUES STANDARD METHOD

Color (-) Black after mixing of 3 components Visually

Density Kg/Lt 2.01 ± 0.1 ISO 845 :2006

Mixing Ratio (A:B:C) kg 3.5 : 0.35 : 15 (-)

Compression Resistance after 24h curing N/mm2 65 EN ISO 604:2002 ASTM D 695:15

Compression Resistance after N/mm2 85 EN ISO 604:2002  ASTM D 695:15

Shore A Hardness (-) 93 ± 5 ISO 868:2003

Shore D Hardness (-) 62 ± 5 ISO 868:2003

Adhesion onto dry concrete
io(-)n Delamination failure of substratelamina-

tion failure of substrate EN ISO 4624:2016

Adhesion onto wet concrete N/mm2 3.00 EN ISO 4624:2016

As long as the containers remain originally closed, stored 
in a dry environment, away from direct sunlight exposure 
and temperatures between 5-35oC, the material remains 
functional for at least 12 months.

Liquid and vapor highly flammable. Causes skin irritation. 
Causes serious eye damage. It can cause an allergic skin 
reaction. Suspected of causing fetal harm. May cause 
drowsiness or dizziness. May cause organ damage after 
prolonged or repeated exposure. May cause death if 
swallowed and penetrates the skin respiratory tracts. 
Harmful to aquatic organisms, with long-term effects. 

STORAGE

3 components, of a total net weight 18.85 kg.

PACKING

BITUMEN-POLYMER MATERIALS 

ROAD BULIDING MATERIALS

ESHAPRIMER-21: aprox. 150 - 300 gr/m² depending on the 
porosity of the substrate. ESHABITUPOX 3K mortar: 2 kg of 
product are required to fill a volume of 1 lt or 2 kg of product 
can cover a surface of 1m2 with 1,0 mm material thickness.

CONSUMPTION

    BITUPOX 3K
3 COMPONENT SPECIAL EPOXY-BITUMEN MORTAR 
FOR PAVEMENT JOINT SEALING & PAVEMENT/
CONCRETE REPAIRS

PRECAUTIONS

Away from children. Keep away from heat, hot surfaces, 
sparks, open flames and other sources of ignition. Do not 
smoke. Wear protective gloves/protective clothing/personal 
protective equipment for eyes/face. Do not breathe dust/
fumes/gases/droplets/vapors/mist. To use only in an open 
or well-ventilated area. Avoid release to the environment.
IN CASE OF EYE CONTACT: Rinse carefully with water for 
several minutes. If there are contact lenses, remove them if 
this is easy. Continue rinsing. 
IF SWALLOWED: Rinse the mouth. DO NOT induce vomiting. 
Call a POISON CENTER/doctor immediately. If skin irritation 
or rash occurs: Consult/See a doctor. Dispose of contents/
container in accordance with local/national/international 
regulations. 
For professional use only. Tel. Poisons Center: 112. 
Hazardous ingredients: asphalt, bisphenol-A, 
epichlorohydrin epoxy resin, toluene, triethylenetetramine. 
Contains epoxy compounds. May cause an allergic reaction.

mixing. The time available for application is limited and it 
depends on the ambient temperature. For a temperature 
of 25 °C, the curing time is 6-8 hours. Full mechanical 
properties are achieved after 7 days. 

Tolerances in the nominal values are in accordance with respective standards. Producer reserves the right to modify the properties of his products.
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The information contained in this leaflet is, to the best of our knowledge, true and reliable and is supported by the present state of our knowledge. According to 
the care taken and the method of application, upon which we have no influence, the values are subject to divergence. Therefore for best results, prior to use, 
an application test should be made by the user under his own processing conditions. 


